
06/2022476

VSRT1010 VSRT1025 VSRT1420 VSRT1435 VSRT1620 VSRT1635 VSRT2025 VSRT2050

VSRT

MFI-A118

VSRT1420

3511018

shop.gimatic.com/en

Suspensions / VSRT

Suspensions

Rotative�suspensions�with�threaded�body
Body and rod in anodised aluminium
Rotating rod
Operating pressure: -1 to 8 bar
FDA-H1 food-grade grease

Technical data
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9900001

9900002

9900003

9900004

9900005

9900006

9900007

9900008
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Identi�cation�codes

Alphanumeric code Description Order code



06/2022478

VSET1010F05 VSET1025F05 VSET1620F18 VSET1635F18 VSET2025F18 VSET2025F14 VSET2050F18 VSET2050F14

VSET

MFI-A120

VSET2025F18

2321916

shop.gimatic.com/en

Suspensions / VSET

Non-rotative�suspensions�with�integrated�elbow�arm�and�
threaded body

The angle is continuously adjustable between 0° and +/-90°
External air supply
Body and rod in anodised aluminium
Anti-rotation rod with high load capacity
Operating pressure: -1 to 8 bar
FDA-H1 food-grade grease

Technical data
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9900009

9900010

9900011

9900012

9900013

9900014

9900015

9900016
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Identi�cation�codes

Alphanumeric code Description Order code



06/2022480

VSNTG
1010

VSNTG
1025

VSNTG
1210

VSNTG
1225

VSNTG
1420

VSNTG
1435

VSNTG
1620

VSNTG
1635

VSNTG
2025F18

VSNTG
2025F14

VSNTG
2050F18

VSNTG
2050F14

VSNTG
2540

VSNTG
2580

VSNTG

MFI-A269

VSNTG2540

2322157

shop.gimatic.com/en

Suspensions / VSNTG

Threaded-body non rotative telescopic suspensions
Body and rod in anodised aluminium
Spring in stainless steel
Anti-rotation rod with high load capacity
Operating pressure: -1 to 8 bar
FDA-H1 food-grade grease

Technical data
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9900019

9900020

9900024

9900025

9900026

9900021

9900027

9900028

9900022

9900018

9900017

9900023

9900029

9900030
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Identi�cation�codes

Alphanumeric code Description Order code



06/2022482

VSNTF2050-NC VSNTF2050-NO VSNTF30100-NC VSNTF30100-NO

� � � �

� � � �

VSNTF

MFI-A268

VSNTF2050-NC

2321687

shop.gimatic.com/en

Suspensions / VSNTF

Non-rotative�suspensions,�with�threaded�body�and�brake
Aluminium body and steel rod
Pneumatically-driven device for rod lock (-NO) or unlock (-NC)
Anti-rotation rod with high load capacity
FDA-H1 food-grade grease
Operating pressure: -1 to 8 bar
Optional sensors (SS or SI type)

Technical data
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9900031

9900032

9900033

9900034
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Identi�cation�codes

Alphanumeric code Description Order code



06/2022484

VSRTF2050-NC VSRTF2050-NO VSRTF30100-NC VSRTF30100-NO

� � � �

� � � �

VSRTF

MFI-A112

VSRTF2050-NC

2321913
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Suspensions / VSRTF

Rotative�suspensions,�with�threaded�body�and�brake
Aluminium body and steel rod
Pneumatically-driven device for rod lock (-NO) or unlock (-NC)
Rotating rod
FDA-H1 food-grade grease
Operating pressure: -1 to 8 bar
Optional sensors (SS or SI type)

Technical data
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9900035

9900036

9900037

9900038
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Identi�cation�codes

Alphanumeric code Description Order code



06/2022486

VAB18M18F-NC VAB14M14F-NC VAB18M18F-NO VAB14M14F-NO

÷ ÷ ÷ ÷

÷ ÷ ÷ ÷

÷

÷

÷

VAB14...

VAB18...

VAB
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Ball joints / VAB

Ball�joint�for�suction�cups,�with�brake
Pneumatically-driven device for joint lock (-NO) or unlock (-NC)
Rotation fulcrum very close to the suction cup plane [1]
Small lateral space taken upon rotation [2]
Minimal slide of the suction cup upon picking-up
FDA-H1 food-grade grease
Operating pressure: -1 to 8 bar
Two sizes available

Technical data

Fluid for lock / unlock

Operating pressure for locking

Operating pressure for unlocking

Air consumption for locking

Air consumption for unlocking

Pressure�through�the�supply�duct

Operating temperature

Stroke

Brake torque

Brake torque

Weight

Ball joints
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9900039

9900040

9900041

9900042

VAB18... VAB14...
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Identi�cation�codes

Alphanumeric code Description Order code



06/2022488

VAQ1820 VAQ1840 VAQN1820 VAQN1840

÷

VAQ

shop.gimatic.com/en

Actuators / VAQ

Vacuum actuators

Vacuum actuator
Operated by vacuum only
The extension and retraction movements are automatically actuated
The stroke is self-adjusting
VAQN option for anti-rotation rod [3]
The suction cup [1] must be ordered separately

Technical data

Medium

Operating temperature

Retraction�force�at�-0.6�bar

Maximum recommended load

Total stroke

Stroke�with�full�force

Weight
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9900043

9900044

9900045

9900046
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Identi�cation�codes

Drawing Alphanumeric code Description Order code




